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In this paper, for the first time a heuristic network calculator for both whole-body exposure due to indoor base station
antennas or access points (downlink exposure) and localized exposure due to the mobile device (uplink exposure) in
indoor wireless networks is presented. As an application, three phone call scenarios are investigated (Universal Mobile
Telecommunications System (UMTS) macrocell, UMTS femtocell, WiFi voice-over-IP) and compared with respect to
the electric-field strength and localized Specific Absorption Rate (SAR) distribution. Prediction models are created and
successfully validated with an accuracy of 3 dB. The benefits of the UMTS power control mechanisms are demonstrated.
However, dependent on the macrocell connection quality and on the user’s average phone call connection time, also the
macrocell solution might be preferential from an exposure point of view for the considered scenario.
1 INTRODUCTION
The vast expansion of the use of wireless networks
in everyday life has led to a greater awareness
of exposure of the general public to RF (radio-
frequency) electromagnetic fields used for wireless
telecommunication. International organizations such as
IEEE [1] and ICNIRP (International Commission on
Non-Ionizing Radiation Protection) [2] have issued
safety guidelines to limit the maximal electric-field
strength due to wireless communications. Also on a
national level, authorities have implemented laws and
norms to limit the exposure to electromagnetic fields.
A lot of research has been done on the characterization
of RF exposure (e.g., [3–7]), and measurements
have indicated that exposure in indoor environments
cannot be neglected [8]. Most exposure studies merely
focus on fields generated due to traffic from base
station to user device (downlink), but in reality also
the localized Specific Absorption Rate (SAR) due
to the electromagnetic waves induced (e.g., in the
user’s head) by the user device should be considered
(uplink). Software tools for predicting the received
signal quality [9–13, 17, 18] very often do not account
for exposure values. Moreover, localized exposure
was never considered up to now in network planners.
In [19], the authors presented the WiCa Heuristic
Indoor Propagation Prediction (WHIPP) tool, a set of
heuristic planning algorithms, experimentally validated
for network planning in indoor environments [19]. The
path loss prediction algorithm takes into account the
effect of the environment on the wireless propagation
channel and bases its calculations on the determination
of the dominant path between transmitter and receiver,
i.e., the path along which the signal encounters the
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lowest obstruction. The WHIPP tool is designed for
optimal network planning with a minimal number of
access points (AP) [19]. In [20], this tool was extended
for automatic network planning with a limited or
even minimized downlink exposure in indoor wireless
networks, without impairing coverage.
In this paper, prediction algorithms are created to
simulate and visualize electric-field strengths due to
downlink traffic and localized SAR values due to
uplink traffic. Downlink exposure will be expressed
in terms of whole-body exposure due to the electric-
fields E originating from the base stations or APs,
while uplink exposure will be expressed in terms of
localized SAR10g (SAR in 10 g tissue [8]) values due to
the mobile device’s transmitted signal. To the authors’
knowledge, no network planning tools are yet available
that also simulate localized SAR. We will define three
phone call scenarios and compare the human exposure
due to downlink traffic (electric fields) and due to
uplink traffic (SAR10g): a user device connecting to a(n
outdoor) Universal Mobile Telecommunications System
(UMTS) macrocell, to an indoor UMTS femtocell
network, and to an indoor WiFi AP network.
2 CONNECTION SCENARIOS
Three connection scenarios will be investigated:
connection with an outdoor UMTS macrocell, an indoor
UMTS femtocell, and an indoor WiFi AP. For all
scenarios, we will investigate the electric-field and SAR
distributions inside the office building depicted in Fig. 1.
The building is 90 m long and 17 m wide and consists
of concrete walls (grey) and layered drywalls (brown).
Despite their lower radiated power, indoor base
stations (WiFi APs and UMTS femtocell base stations
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Figure 1. Ground plan of office building with indication of measurement locations for the validation of the prediction model for
the MP’s transmit and receive power (Hexagon = femtocell base station location for UMTS model validation measurements; red
dot = UMTS femtocell measurement location; blue dot = UMTS macrocell measurement location; grey walls = concrete; brown
walls = layered drywall; green dot = predicted optimal location for UMTS femtocell base station/WiFi access point).
(FBS)) are generally expected to cause higher electric-
field strengths (downlink) inside a building than
macrocell base stations (MBS), due to the proximity of
the user to the base station. On the other hand, localized
SAR values (uplink) are expected to be lower when
connecting to indoor base stations, again due to the
proximity of the indoor base station. This paper aims
to quantify and compare the distribution of the exposure
values during a phone call.
2.1 Connection with WiFi access points
For the WiFi AP scenario, the WHIPP planning tool will
first design a network according to the WiFi coverage
requirements in the different rooms, the WiFi (voice
call) receiver sensitivities and transmit powers of both
the AP and the considered mobile phone (type Nokia
N95), and the network planner’s path loss models. The
WHIPP tool places WiFi APs to meet a certain coverage
requirement in the different rooms of the building [19].
When optimizing the different networks for a certain
coverage, a user-defined requirement always has to be
met for each room, using a 90% shadowing margin and
95% fading margin. Shadowing and fading margins are
assumed at 7 dB and 5 dB respectively. The orange
’X’-marks in Fig. 1 indicate the elevator shaft, which
is designed in metal and is assumed not to require
coverage. At all other locations, a minimal throughput
of only 1 Mbps (lowest possible WiFi throughput) is
required (both for uplink and downlink), an assumption
justified by the low bit rates required for WiFi phone
calls [24]. At this bit rate, WiFi uses Direct-Sequence
Spread Spectrum (DSSS) as modulation technique, just
like UMTS.
2.2 Connection with UMTS femtocell
For the UMTS femtocell scenario, the coverage
requirement of the Adaptive Multe-Rate Speech Codec
(AMR) is assumed, i.e., 12.2 kbps. The WHIPP
planning tool will again design a network by placing a
number of UMTS femtocell base stations on the ground
plan, based on the same shadowing and fading margins
as for the WiFi AP scenario, but also on the specific
UMTS (voice call) receiver sensitivities and path loss
models. The locations where coverage is required, are
the same as for the WiFi scenario (see Fig. 1). After
constructing the prediction model for the device transmit
powers (based on the receive sensitivity of the UMTS
FBS), the WHIPP tool will be used for the prediction of
the electric-field and localized SAR values.
2.3 Connection with UMTS macrocell
In this scenario, the mobile phone connects to an
outdoor UMTS macrocell. The investigated building
of Fig. 1 has macrocell UMTS coverage over the
entire building. Since the WHIPP tool is specifically
developed for indoor environments, it will not be used
for the exposure calculations. Moreover, in order to
perform adequate link budget simulations, the tool
would require accurate knowledge about the MBS
transmit power and the path loss between the MBS and
the mobile phone device inside the building, depending
on the outdoor environment and the building penetration
loss. Therefore, electric-field and SAR values will be
determined from measurements inside the building.
Based upon these measurements and on the UMTS
power control principle, a simulation of other locations
of the MBS (relative to the considered office building)
will be investigated.
3 WIRELESS EQUIPMENT
In this section the wireless equipment and its
characteristics are described. A separation will be made
between the characteristics relevant for downlink traffic
and those relevant for uplink traffic. As mentioned
before, the receive and transmit characteristics presented
in this section will not be used for the UMTS macrocell
scenario. For that scenario, we will perform real-
life measurements to obtain representative electric-field
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and SAR values, instead of relying on link budget
calculations.
3.1 Downlink: From Base Station to Mobile Phone
Device
In this section, downlink characteristics of the base
stations (UMTS FBS, WiFi AP) and the mobile device
that will be used in the three simulation scenarios are
discussed.
3.1.1 Base station transmit characteristics
This section discusses the characteristics of the different
wireless base stations (UMTS FBS, WiFi AP).
· UMTS femtocell: For the SAR and electric-field
simulations and measurements for a UMTS FBS, a
Huawei (Shenzhen, Guangdong, China) base station
(type ePico3801B) was used. It has an Equivalent
Isotropically Radiated Power (EIRP) of 10 dBm and
operates at a frequency of 2151.6 MHz for downlink
traffic. The validation measurements are performed
during a 3G phone call. Table 1 shows the EIRP of
the UMTS FBS.
· WiFi access point: For the WiFi AP simulation,
a DLink DI-624 AirPlusXtremeG WiFi AP is
considered. WHIPP simulations have already been
validated with measurements for this AP in [20].
This type of AP will also be used for the simulations
in the WiFi connection scenario, with the EIRP set
at 10 dBm (see Table 1, ’AP’).
TP
rec





MP UMTS 12.2 kbps -95.1 variable 0.415
MP WiFi 1 Mbps -98.4 20 0.049
UMTS FBS 12.2 kbps -110 10 -
WiFi AP 1 Mbps -98.4 10 -
Table 1. Required received throughput TPrecreq, receiver
sensitivities and EIRP of UMTS and WiFi chipsets of
mobile phone MP, UMTS femtocell base station (FBS), and
WiFi access point (AP), and SARmax10g values for UMTS and
WiFi chipsets of MP.
3.1.2 Mobile phone receive sensitivities
For all tests and simulations, a Nokia N95 (Espoo,
Finland) mobile phone was used. The device was
equipped with a Field Test Display (FTD) program,
a software application allowing monitoring technical
details, such as the power PTx [dBm] emitted by the
device and the Received Signal Strength Indication
(RSSI) [dBm]. The measured RSSI values will be
converted into values of the actual power received by
the device (see Section 5).
The assumed UMTS receiver sensitivity PUMTSMP,sens
is -95.1 dBm (see ’MP UMTS’, Table 1). This value is
based on an SNR (Signal-to-Noise Ratio) of 7 dB for
the AMR bit rate of 12.2 kbps, an UMTS processing
gain Gproc of 10 dB, an implementation loss IL of 2 dB,
a noise figure NF of 8 dB, an interference margin IF of
6 dB, and a thermal noise floor Pnoise of -108.1 dBm
(bandwidth = 5 MHz). It is calculated according to the
following formula.
PUMTSMP,sens = Pnoise + SNR−Gproc+ IL + NF + IF,
(1)
The assumed WiFi receiver sensitivity is -98.4 dBm
(see ’MP WiFi’, Table 1), based on the specifications
of [25] for a required throughput of 1 Mbps for a typical
802.11b/g receiver chipset.
3.2 Uplink: From Mobile Phone Device to Base
Station
In this section, the uplink characteristics (transmit power
and SARmax10g values) of the mobile device and the base
stations (receive sensitivities) will be discussed.
3.2.1 Mobile Phone Transmit Characteristics
The uplink localized SAR values will depend on the
transmit power of the device and on the SARmax
values inherent to the device. For the determination
of maximum spatial peak SAR values in a 10 g
cube (SARmax10g [W/kg]), Federal Communications
Commission (FCC) values for the Nokia mobile
device in the 1800 MHz (UMTS) and the 2400 MHz
(WiFi) frequency band were used, based on certified
compliance measurements [26, 27] (10g and 1g values
are provided). This means that our SAR calculations
will be worst-case and possibly an overestimation of
the real localized SAR. Furthermore, the localized SAR
values will depend on the exact position of the device
relative to the body, and to a lesser extent on the
morphology (child, adult). The differences in peak-
localized SAR due to the age-dependent changes of
the tissue dielectrics are less than 1.5 dB [34, 35]. The
differences in peak-localized SAR among head models
can reach an order of magnitude of 3 dB [35].
· UMTS: For the 1800 MHz band, no UMTS
SAR values were reported in [26]. Therefore we
use the FCC document of the US version of the
same mobile phone (WCDMA1900), assuming the
SAR10g values will be the same. Hence, from [27],
we obtain a SARmax10g value of 0.476 W/kg for an
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antenna EIRP of 23.6 dBm, which rescales to a
SARmax10g value of 0.415 W/kg for an antenna EIRP
of 0.2 W or 23 dBm (see Table 1). This maximal
value is obtained for a tilted position of the phone
on the left side of the phantom head [27].
The SARmax10g value will also be used to calculate
localized SAR values for the macrocell scenario,
since this value is essential to convert device
transmit power values to SAR values.
· WiFi: For the 2400 MHz band, an SARmax10g value
of 0.064 W/kg was reported in [26] for an antenna
EIRP of 21.2 dBm [26], which rescales to a
SARmax10g value of 0.049 W/kg for an antenna EIRP
of 0.1 W or 20 dBm and a duty cycle of 100%
(see Table 1). This maximal value is obtained for a
position of the phone next to the right cheek of the
phantom head [26].
3.2.2 Base station receive sensitivities
The uplink communication will also be dependent on
the receive sensitivities of the UMTS base station or the
WiFi AP.
· WiFi access point: The same WiFi chipset and
hence also the same sensitivity is assumed as for
the WiFi receiver inside the mobile phone, i.e.,
-98.4 dBm.
· UMTS femtocell: The receive sensitivity is
assumed at −110 dBm, in the validation phase of
the prediction models later in this paper. The uplink
frequency from mobile phone to FBS is 1957.6
MHz.
The considered base station receive sensitivities are
listed in Table 1.
4 SIMULATION METHOD: ELECTRIC-FIELD
AND SAR MODELS
The exposure values for the different connection
scenarios will be separately calculated for uplink
traffic and downlink traffic. Downlink exposure will be
expressed as a function of the electric-field strength
generated by the incident waves from the base station
(macrocell, femtocell, or AP). Most measurement
campaigns verify compliance with ICNIRP electric-
field reference levels, e.g., [3–8]. Also, national and
international authorities (e.g., Belgium, Switzerland,...)
base their regulations on electric-field levels. Uplink
exposure will be expressed by a localized SAR10g value
in the head due to transmission from user device to the
base station, a measure also used in [28–32].
4.1 Downlink: Electric-field model
4.1.1 UMTS femtocell and WiFi access point
For the predicted electric-field strength EpredMP [V/m]
at the location of the mobile phone MP, the following
equation was derived and validated in [20]:
EpredMP = 10
EIRP − 43.15 + 20·log10(f) − PL
20 , (2)
with a given EIRP [dBm] of the base station,
operating at frequency f [MHz]. For the calculation of
the path loss PL [dB] between base station and mobile
phone, the extensively validated WHIPP model of [19]
is used. For WiFi APs, EpredMP is multiplied by the square
root of the duty cycle (here assumed 2%, based on
measured ’Skype voice’ duty cycles in [16]).
4.1.2 UMTS macrocell
For the prediction of the electric-field strength
EpredMP,macrocellBS due to the UMTS macrocell, we
have based ourselves on actual received power
measurements, instead of using an expression similar to
eq. (2). These values will be presented in Section 6.
4.2 Uplink: Localized SAR model
For the calculation of the localized SAR10g [W/kg], the




· SARmax10g , (3)
where PTx [W] is the power emitted by the user
device, PmaxTx [W] is the maximal power emitted by
the user device, and SARmax10g [W/kg] is the maximum
spatial peak SAR in a 10 g cube, a value measured in a
standard configuration [27].
For the considered device, a Nokia N95, SARmax10g for
a radiated power PmaxTx of 23 dBm is 0.415 W/kg (see
Table 1). The value PmaxTx of 23 dBm for UMTS is also
stated in [21] and is confirmed by measurements with
the device. For WiFi, SARmax10g for a UMTS radiated
power PmaxTx of 20 dBm is 0.049 W/kg (see Table 1).
In order to predict the localized SAR values, an accurate
prediction of the emitted power PTx is required (see
equation (3)).
· For uplink WiFi traffic, PTx in eq. (3), will be
denoted as PpredTx,wifi [W], the mobile phone’s emitted
power as calculated by the WHIPP tool.




with DC [%] the duty cycle, again assumed at
2% [16]. Pmax [W] is the maximal emitted power,
which is typically fixed for WiFi. We will assume
Pmax to be 20 dBm or 0.1 W, irrespective of the
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connection quality. No power control will be used
in the uplink WiFi scenario.
· For uplink UMTS to femtocell, PTx from
equation (3), will be predicted by PpredTx,femto,
the mobile phone’s emitted power as predicted
by the WHIPP tool. In UMTS operation, power
control is used; PpredTx,femto varies between -57 dBm
and 23 dBm [21], depending on the connection
quality and the base station sensitivity. The mobile
device’s emitted power PpredTx,femto towards the FBS
is modeled as follows:
PpredTx,femto = Psens + PL, (5)
where Psens [dBm] is the sensitivity of the UMTS
FBS for maintaining a UMTS phone call. PL [dB] is
the path loss between base station and user device,
which will be predicted by the WHIPP tool [19].
The lower limit for PTx values will be -57 dBm, the
lowest observed emitted power for the user device
(see also [21]). The model for PTx will be validated
in the following sections.
· For uplink UMTS to macrocell, we will again
start from actual downlink power values from
and uplink power values to the existing MBS,
measured in the considered building of Fig. 1.
Based on these values, other MBS locations
will be simulated by varying the received power
in steps of 10 dB. Due to the power control
mechanism, these downlink simulations will allow
to also determine the corresponding uplink power
PpredTx,macro. SAR10g values will then be calculated
according to equation (3)).
5 VALIDATION OF PREDICTION MODEL FOR
MOBILE PHONE UMTS TRANSMIT AND
RECEIVE POWER
For uplink UMTS traffic, power control mechanisms
will be applied at the user device, where the device
transmit power is adapted according to eq. (5). However,
since Psens is unknown in eq. (5), its value will
be determined using calibration. Further, since the
relation between the Nokia’s RSSI values and the actual
received power is unknown (downlink traffic), we will
investigate whether the received power Pmeasrec,femto can
be modeled as a shifted version of the measured RSSI
(RSSImeasrec,femto):
Pmeasrec,femto [dBm] = RSSI
meas
rec,femto [dBm] + F, (6)
with F a constant scaling factor. Hereby, based on
previous validations of the WHIPP tool [19], it is
assumed that the WHIPP tool is an accurate predictor
of Pmeasrec,femto. In the following, the validation setup and
results will be discussed.
5.1 Validation measurement setup
The set of validation measurements is performed in the
office building depicted in Fig. 1, in which a UMTS FBS
is installed, at a height of 2 m. The location of the FBS
is marked with a purple hexagon on Fig. 1; its EIRP of
10 dBm is indicated inside the hexagon. At 45 locations
inside the office building, the RSSI and the transmitted
uplink power (PTx) levels were monitored with the
Nokia mobile phone device (see Section 3.2.2). The 23
locations in the corridor with the FBS are line-of-sight
(LoS), the other 22 are Non Line-of-Sight (NLoS). The
measurements were performed during a UMTS phone
call.
During each of the 45 measurements, the mobile phone
was held horizontally at a height of 1.3 m above the floor
to allow reading the communication parameter values).
The RSSI, the maximum (PmaxTx ) and the minimum
(PminTx ) uplink power levels were recorded for four
different orientations (90 degrees apart). In order to
reduce the influence of the user’s position and the mobile
antenna directivity [7], the four RSSI values, PmaxTx ,
and PminTx values were averaged, yielding one (averaged)
RSSI, one (averaged) PmaxTx , and one (averaged) P
min
Tx
value per location. PavgTx is defined as the average of
PmaxTx and P
min
Tx . More measurements with a smaller
separation were performed close to the FBS (see Fig. 1),
because of the more rapid variation of the device uplink
and downlink power there.
5.2 Validation results
Fig. 2 shows the measured (PmeasTx,femto) and predicted
(PpredTx,femto) device uplink power transmitted to the
UMTS FBS (see equation (5)) at the different
measurement locations, with an indication of the LoS
and NLoS points. The best predictions for the uplink
power Ppred,femtoTx are obtained by calibrating the value
of Psens at -110 dBm. The predicted uplink power is
situated between the maximum and minimum measured
uplink powers and agrees excellently with its average
uplink power Pavg,measTx,femto.
Table 2 lists the differences between the predicted
uplink power PpredTx,femto and the measured average
uplink power Pavg,measTx,femto, as well as the corresponding
standard deviation σδ of the differences. Fig. 2 and
Table 2 show that very low deviations are obtained (<
3 dB). The very low absolute differences and standard
deviations indicate the ability of the WHIPP tool to
perform accurate predictions for PpredTx,femto (eq. (5)),
the power emitted by the user device in case of power
control. Substitution of eq. (5) into eq. (3) thus allows
an accurate (worst-case) prediction of localized SAR
values in the building for the UMTS case.
Fig. 3 shows the measured average (Pavg,measrec,femto) and
predicted (Ppredrec,femto) received power values from the
UMTS FBS at the different measurement locations,
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) device uplink power transmitted to
FBS as a function of measurement sample number (increasing
measurement number corresponds with increasing distance to
FBS (see Fig. 1)).
PTx,femto δavg σδ |δ|avg σ|δ|
[dB] [dB] [dB] [dB]
LoS 1.30 2.25 2.34 1.05
NLoS -0.75 3.16 2.66 1.77
All 0.30 2.89 2.50 1.44
Prec,femto δavg σδ |δ|avg σ|δ|
[dB] [dB] [dB] [dB]
LoS -1.31 3.54 3.19 1.92
NLoS 1.25 2.26 2.13 1.40
All -0.06 3.22 2.67 1.75
Table 2. Deviations δ between predicted and measured
PTx and Prec, and corresponding standard deviations σ
for the UMTS femtocell case (also absolute deviations are
provided).
again with indication of the LoS and NLoS points,
based on a calibration factor F equal to 16 dB (see
equation (6)). Table 2 lists the average deviation δavg
between the predicted received power Ppredrec,femto and the
measured average received power Pavg,measrec,femto. Fig. 3 and
Table 2 show that, again, very low prediction errors are
obtained, especially in NLoS situations and indicate that
the fixed calibration factor F suffices to accurately relate
RSSI to received power predictions.
Figure 3. Measured received downlink power from macrocell
base station (P
avg,meas







) received power from FBS as a function
of measurement sample number.
6 RESULTS AND DISCUSSION
Based on the models for UMTS femtocells and WiFi
APs, electric-field and localized SAR distributions in the
building of Fig. 1 will be presented. Also a comparison
with different macrocell scenarios will be made.
6.1 Network layout for the phone call scenarios
6.1.1 Connection with WiFi access points
For the WiFi AP scenario, the WHIPP planning tool
designs a network according to the WiFi coverage
requirements defined in Section 2, based on link
budget calculations (using the transmit and receive
characteristics of Table 1). This yields a network with
one WiFi AP (EIRP = 10 dBm, height = 200 cm), at the
location of the green dot in Fig. 1.
6.1.2 Connection with UMTS femtocell
For the UMTS femtocell scenario, the WHIPP planning
tool also designs a network based on link budget
calculations, using the UMTS transmit and receive
characteristics of Table 1. This yields a network in which
one UMTS FBS (EIRP = 10 dBm, height = 200 cm)
is required to obtain the desired coverage. The optimal
location of the FBS is the same as for the WiFi AP
(green dot in Fig. 1).
6.1.3 Connection with UMTS macrocell
In this scenario, the mobile phone connects to an
outdoor UMTS macrocell and electric-field and SAR
values are determined from measurements inside the
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building. Figs. 2 and 3 show the received power and
the transmitted power values at the blue locations of
Fig. 1, as recorded by the mobile phone when connected
to an outdoor UMTS macrocell. For this specific case,
the figure shows that it is fair to assume that the
electric-field strengths within the building are uniformly
distributed, as well as the device’s transmit powers (and
SAR values). Based on the average recorded values, we
assume a uniform received power value of -69 dBm and
a uniform transmit power of -16 dBm, at each location
inside the building. This corresponds with an electric-
field strength of 5.4 mV/m and a SAR10g value of
5.5 µW/kg (using equation (3))).
With respect to power control mechanisms, it was shown
in [21] that for transmit powers up to −10 dBm, a
decrease of 1 dB in received power results in an equal
increase of 1 dB in power transmitted by the mobile
phone device. Further comparison of Figs. 2 and 3
confirms this assumption: the standard deviation of the
sum of Pavg,measrec,macro and P
avg,meas
Tx,macro equals only 2.7 dB.
The femtocell scenario provides further confirmation:
the standard deviation of the sum of Pavg,measrec,femto and
Pavg,measTx,femto is only 3.1 dB. This constatation allows
investigating different macrocell scenarios, where a
higher received signal power (higher electric-field
strength) will correspond to a lower transmitted power
by the device (lower SAR value), due to power control.
These different macrocell scenarios then each represent
a building located closer or further from a UMTS MBS.
Besides a uniform transmit power of -16 dBm, also
values of -50, -40, -30, -20, -10, 0, and 10 dBm will
be simulated, together with the corresponding received
power (electric-field) values. This total of eight different
values represent eight different locations of the MBS
relative to the building of Fig. 1. The transmitted and
received powers, related by the UMTS power control
mechanism, of these scenarios are listed in Table 3.
Macro 1 represents a macrocell scenario where the
base station is located relatively close to the considered
building, while the scenarios with higher numbers
represent situations where the path loss between the
MBS and the building is progressively higher (e.g., due
to higher distances and/or more obstacles between the
MBS and the building).
6.2 Downlink: electric-field strength
Fig. 4 shows the electric-field strengths in the building
for the UMTS and the WiFi scenario. The lower field
strengths in the WiFi case are mainly due to the
use of a duty cycle in WiFi communication. Fig. 5
compares the electric-field distributions of the different
scenarios, and percentile values are listed in Table 4
for the UMTS femtocell and WiFi AP scenario. The
femtocell percentile values are approximately a constant
factor 7 higher than the WiFi percentile values. Table 3
shows the field strength percentile values for the
scenario PTx SAR10g PRx E
[dBm] [µW/kg] [dBm] [mV/m]
Macro 1 -50 0.021 -35 270
Macro 2 -40 0.21 -45 85
Macro 3 -30 2.1 -55 27
Macro 4 -20 21 -65 8.5
Macro 5 -16 52 -69 5.4
Macro 6 -10 210 -75 2.7
Macro 7 0 2.1 · 103 -85 0.85
Macro 8 10 2.1 · 104 -95 0.27
Table 3. Eight macrocell scenarios with respective device
transmit power PTx, SAR10g value, received power PRx,
and received electric-field strength E.
macrocell scenarios. There is for each scenario only one
value for all percentiles, due to the assumption of a
uniform distribution of the field values in the building.
The eight macrocell scenarios were chosen to have a
set of configurations with varying downlink exposure
characteristics, from better than both WiFi and femtocell
(Macro 8, worst connection with macrocell) to worse
than both WiFi and femtocell (Macro 1, best connection
with macrocell). Comparison of the percentiles for the
WiFi/femto scenario (see Table 4) and the percentiles
for the existing macrocell scenario (Macro 5, see
Table 3), show that the Macro 5 scenario has E-field
characteristics that lie in between those of the femtocell
and WiFi scenario. Only Macro 7 and 8 (bad connection)
have a lower DL exposure than the WiFi scenario. Due
to the vicinity of the indoor base station, the femtocell
scenario only has better DL exposure characteristics
than Macro 1, 2, and 3.
downlink DL E25 E50 E75
[V/m] [V/m] [V/m]
WiFi 1.0 · 10−3 1.6 · 10−3 3.7 · 10−3
Femto 7.1 · 10−3 1.1 · 10−2 2.6 · 10−2






WiFi 9.8 · 10−4
Femto 6.8 · 10−8 3.6 · 10−7 9.2 · 10−7
Table 4. 25%-, 50%-, and 75%-percentiles of electric-field
strength E and localized SAR10g for UMTS femtocell and
WiFi access point scenario.
6.3 Uplink: localized SAR10g
Fig. 7 shows the SAR10g distribution in the building
for the UMTS femtocell scenario. It is confirmed that
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Figure 4. Electric-field strength in the considered building for UMTS femtocell scenario (top) and WiFi access point scenario
(bottom).
Figure 5. Electric-field strength distribution in the considered
building for WiFi access point scenario, UMTS femtocell
scenario, and eight UMTS macrocell scenarios.
due to power control, the locations closer to the FBS
have lower transmit powers and thus lower SAR10g
values. Table 4 shows that, due to the constant mobile
phone uplink power of 20 dBm in the WiFi scenario,
the 25%-, 50%-, and 75%-percentile values are the
same. Fig. 6 compares the SAR10g distributions of
the different scenarios, and percentile values are listed
in Table 4 for the UMTS femtocell and WiFi AP
scenario. Fig. 6 and Table 4 show that due to the power
control mechanism, the localized SAR values in the
UMTS femtocell scenario are noticeably lower (i.e.,
2722 times) than in the WiFi AP scenario. Table 3
shows the SAR10g percentile values for the macrocell
scenarios. The femtocell scenario is better than all
macrocell scenarios with respect to UL exposure. The
WiFi scenario however causes a relatively high uplink
exposure (0.98 mW/kg), with values only exceeded by
Macro 7 and 8 (the two worst macrocell connection
scenarios). The Macro 5 scenario causes SAR10g values
18.8 times lower than the WiFi scenario.
Figure 6. Localized SAR10g distribution in the considered
building for WiFi access point scenario, UMTS femtocell
scenario, and eight UMTS macrocell scenarios.
6.4 Global scenario comparison
Comparison of two random scenarios in Figs. 5 and 6
shows that in general, scenarios with lower downlink
exposure (E) have higher uplink exposure. E.g., the WiFi
scenario causes lower downlink electric-field strengths
than the UMTS femtocell scenario, but the latter causes
lower SAR10g values due to an efficient power control.
Logically, in the macrocell scenarios closer to the MP
(e.g., Macro 1), higher field strengths but lower SAR10g
values are observed than in the macrocell scenarios
further from the MP (e.g., Macro 8). However, to make
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Figure 7. Localized SAR10g during a phone call at the different locations in the considered building for UMTS femtocell scenario,
with indication of the femtocell base station (hexagon).
statements about the ’best’ scenario, one has to calculate
actual exposure doses [22, 33]. Although it is hard to
combine downlink and uplink exposure characteristics
in a joint metric, conclusions will be drawn here, based
on the calculation of localized and whole-body exposure
doses for a single user in the network.
6.4.1 Exposure doses for different scenarios
In this section, 12 different scenarios will be
investigated: the three connection scenarios (with
UMTS MBS, UMTS FBS, or WiFi AP) for two average
phone call connection times (high activity (300 s/h)
and low activity (10 s/h) [33]) for two macrocell base
station locations (MBS close to considered building
(good connectivity) and MBS far from considered
building (bad connectivity)). The call connection times
are chosen in order to have a clear distinction between
high and low activity. The times are expressed in [s/h]
instead of [s/day], since this is more intuitive for an
office environment where people reside during only a
part of the day (e.g., 8 h). Scenarios Macro 2 (M2)
and Macro 7 (M7) (see Table 3) will be used for
the simulation of closer and further MBS locations
respectively. The 12 scenarios will be compared based
on the average localized exposure dose per hour D10gloc





Exposure doses are calculated as the sum of different
SAR contributions, which are calculated by multiplying
the normalized SAR value (left column of Table 5)
with the corresponding median transmitted or received
powers (right column of Table 5). The normalized
localized SAR values are obtained from Table 1, while
the normalized whole-body SAR values are obtained
from [22, 33], where it is assumed that SARWiFiwb,Tx is
equal to SARUMTSwb,Tx . The SARwb,Tx values are obtained
for a cell phone placed to the right side of the head of the
human model [22]. The SARwb,Tx values are calculated
for the Duke model [38] for plane waves coming from
the six major incident directions with two polarizations.
It should again be noted that the whole-body SAR values
will depend on the morphology of the user (child, adult)
and the posture of the body (sitting, standing). The
differences in whole-body SAR due to posture variations
are less than for frontal-incident, single plane-wave
exposure [36]. The whole-body SAR increases with
decreasing size of the human body model. Vermeeren
et al. showed that at 950 MHz the whole-body SAR in
a 5-year old spheroid child model is about 3 dB larger
than in an adult male in a realistic (multi-path) exposure
environment [37].
Table 6 lists the resulting 12 possible SAR contributions
[W/kg]. For the localized exposure doses (C1-C4),
it is assumed that only the device’s transmit power
contributes, during a time equal to the phone call
connection time. For the whole-body exposure dose,
it is assumed that the received power from the MBS
contributes (C5-C6) during the entire considered time
(1 hour), as well as the received power from the
FBS (C7) or WiFi AP (C8) (if any), during the
entire considered time (1 hour). Furthermore, also the
contribution of the device’s transmit power to the whole-
body exposure (C9-C12) is accounted for, during the
phone call connection time.
Normalized SAR Median Tx/Rx power
SARloc Code [W/kg] PTx Code [W]
SARUMTSloc10g,Tx A 0.415* P
M2
Tx S 1.00 · 10
−7
SARWiFiloc10g,Tx B 0.049* P
M7




Tx U 1.73 · 10
−7
SARUMTSwb,Tx C 0.00495* P
WiFi
Tx V 2.00 · 10
−3
SARWiFiwb,Tx D 0.00495* PRx [W/m
2]
PM2Rx W 3.16 · 10
−8
SARUMTSwb,Rx E 0.003** P
M7
Rx X 3.16 · 10
−12
SARWiFiwb,Rx F 0.0028** P
femto
Rx Y 5.01 · 10
−10
PWiFiRx Z 7.94 · 10
−12
Table 5. Values for normalised SAR (* = per 1 W
transmitted power; ** = per 1 W/m2 received power) and
median transmitted power to and received power from the
different considered base stations.
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SAR calculated SAR value Code
contributions as* [W/kg]
Tx SARM2loc10g,Tx A · S 4.15 · 10
−8 C1
(UL) SARM7loc10g,Tx A · T 4.15 · 10
−4 C2
- SARfemtoloc10g,Tx A · U 7.18 · 10
−8 C3
loc SARWiFiloc10g,Tx B · V 9.80 · 10
−5 C4
Rx SARM2wb,Rx E · W 9.48 · 10
−11 C5
(DL) SARM7wb,Rx E · X 9.48 · 10
−15 C6
- SARfemtowb,Rx E · Y 1.50 · 10
−12 C7
wb SARWiFiwb,Rx F · Z 2.22 · 10
−14 C8
Tx SARM2wb,Tx C · S 4.95 · 10
−10 C9
(UL) SARM7wb,Tx C · T 4.95 · 10
−6 C10
- SARfemtowb,Tx C · U 8.56 · 10
−10 C11
wb SARWiFiwb,Tx D · V 9.90 · 10
−6 C12
Table 6. Values for localized and whole-body SAR due
to the transmitted and received powers in the different
scenarios (* = see Table 5).
Table 7 shows the calculated exposure doses, based
on the multiplication of the SAR contributions from
Table 6 with the duration of the exposure contribution.
The scenarios with the lowest dose (D10gloc , Dwb) are
indicated in bold in Table 7. In case locations in the
building have a good connection with the MBS (M2),
it is better to rely on the macrocell: Table 7 shows that
the macrocell scenario (1 and 4) produces the lowest
localized (D10gloc ) and whole-body (Dwb) exposure doses,
both for long total connection times (HI, scenarios 1-
2-3) and short total connection times (LO, scenarios
4-5-6). This is due to the fact that the uplink exposure is
very limited due to good connection with the macrocell,
and in the femtocell and WiFi scenario, the macrocell
downlink exposure is present anyway.
When the MP has a bad connection with the MBS
(M7), the femtocell solution is by far the best
configuration, again both for long (HI, scenarios 7-8-
9) and short (LO, scenarios 10-11-12) connection times.
Reductions of a factor more than 5000 are obtained
for localized (5814) and whole-body (5687) exposure
doses for long phone call connections (scenario 8 vs.
scenario 7 in Table 7). This was expected due to the
advantages of the UMTS power control mechanism.
One could expect nonetheless that the relatively high
(compared to the Macro 7 and WiFi scenarios, see also
Fig. 5) and continuous exposure to the FBS’s radiation
would make the femtocell configuration less beneficial
for short phone call connection times (LO, scenarios
10-11-12). However, the high whole-body exposure
dose due to the MP’s transmitted power when even a
short phone call is made, causes the total whole-body
exposure dose to be higher for the WiFi and macrocell
scenario. The use of a femtocell reduces the localized
exposure dose by a factor 5780 and the whole-body
exposure dose by a factor 3536 compared to a macrocell
(scenario 11 vs. scenario 10 in Table 7). This is due
to the high value of SARM7wb,Tx (C10) and SAR
WiFi
wb,Tx
(C12) compared to SARfemtowb,Tx (C11) (see Table 6).
It can be concluded that it is advantageous to install a
femtocell in the building, when the connection with the
macrocell base station is bad. Not only is this conclusion
valid in terms of exposure, it will also be beneficial to
install a femtocell in terms of Quality of Service: the
femtocell base station will provide a better connection
than the macrocell base station and will allow higher
data rates. When the macrocell connection is good, the
macrocell solution is slightly better in terms of exposure
(scenario 1 vs. scenario 2 and scenario 4 vs. scenario 5
in Table 7) and is at the same time better in terms of
Quality of Service (higher median received power (W
vs. Y) and lower median transmitted power (S vs. U), see
Table 5). The WiFi solution is never preferred in terms
of exposure, but on the other hand, it allows higher-rate
data traffic compared to UMTS.
7 CONCLUSIONS AND FUTURE WORK
In this paper, the first heuristic network calculator
for both whole-body exposure originating from base
stations or access points (downlink exposure) and
localized exposure from the mobile device (uplink
exposure) in indoor wireless networks is presented. The
accuracy of the proposed prediction models is better
than 3 dB. Three phone call scenarios are investigated
(UMTS macrocell, UMTS femtocell, and WiFi voice-
over-IP) and they are compared with respect to the
level of electric-field strength and localized SAR10g
distributions. Calculation of exposure doses for the
different scenarios indicate that it is beneficial to install
a femtocell base station, in particular when the existing
macrocell connection is bad (exposure dose reductions
by up to a factor 5000).
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